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ZEMS Offers Easy Installation

Easy Installation - Single electrical box rough-in and 
modular design.

Simple Maintenance - Actuator is located on the handle port
with easy access.

Gear/Motor Operation - Resists chemicals and debris in water.
Override Button - Standard on water closet units, allows for

flush upon demand.
Retrofittable - Can retrofit existing flush valves.
Adjustable Range - Factory pre-set range, adjustable 2"- 60"

range.
24-Hour Autoflush - Flushes every 24 hours when not in use,

switchable.

Red/Green L.E.D. Indicators - Light when in range and upon
acquisition, switchable.

Courtesy Flush - Flushes upon user entering the
range, switchable.

Optional Battery Backup - Powers units in the event of a
power outage.

Multiple Power Supply - One plug-in power converter
powers up to 8 flush valves.

All Metal Housing - Vandal-resistant metal
actuator housing.

AquaVantage - Flush valve comes standard with
AquaVantage features including
an extended life chemical
resistant diaphragm kit.

• Enhanced Performance

• Chemical Resistant

• Clog-Resistant 
Triple Filtered By-Pass

• Interchangeability

Zurn Z6000AV Model flush valves feature the chemical and clog

resistant revolutionary AquaVantage Diaphragm Kit. The AquaVantage

Kit is designed to eliminate the common problems that are

associated with flush valve installations such as fixture evacuation,

run-on, degradation of rubber components and sediment. The

AquaVantage Kit now makes these problems a thing of the past.

It provides for greater performance, ensures reliability, and greatly

extends the operating life of the internal components.

Zurn AquaVantage AV  Diaphragm Kit

Zurn AquaSense Hardwired Sensor-Operated Flush Valves   Note: For Low Consumption Flush Valves, Use Suffix -WS1

ZEMS and ZEMS-IS Automatic
Sensor Motorized Flush Valve
Exposed Sensor Flush Valves For Water Closets

ZEMS6000AV-WS1 With Override Button

ZEMS6000AV-WS1-IS With Override Button

Exposed AV Series includes chemical-resistant and clog-resistant diaphragm

kit, ADA compliance sensor activation cast wall flange with setscrew, vandal-

resistant chrome control stop cover and sweat solder kit. Concealed valves

include 4 ADA sensor activation and sweat solder adapter.

ZEMS and ZEMS-IS Automatic
Sensor Motorized Flush Valve
Exposed Sensor Flush Valves For Urinals

ZEMS6001AV-WS1 (1-1/4")

ZEMS6001AV-WS1-IS

ZEMS6003AV-WS1 (3/4")

ZEMS6003AV-WS1-IS

ZEMS Series Automatic
Sensor Motorized Flush Valve
Concealed Sensor Flush Valves 
For Water Closets

ZEMS6140AV

ZEMS6152AV

ZEMS6153AV

ZEMS Series Automatic
Sensor Motorized Flush Valve
Concealed Sensor Flush Valves For Urinals

ZEMS6190AV (1-1/4")

ZEMS6190AV-N

ZEMS6195AV (3/4")

ZEMS6195AV-N

For 13" x 17" Access Panel, Order
ZESS6199BX17 Power Converter P6000-PC6
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In the U.S.A.:
ZURN INDUSTRIES, INC. COMMERCIAL BRASS OPERATION
5900 ELWIN BUCHANAN DRIVE • SANFORD, NC, U.S.A. 27330
PHONE: 1-800-997-3876 • FAX: 919/775-3541
WEBSITE: www.zurn.com

In Canada:
ZURN INDUSTRIES LIMITED
3544 NASHUA DRIVE • MISSISSAUGA, ONTARIO L4V 1L2
PHONE: 905/405-8272 • FAX: 905/405-1292
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