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Engineering Specification: Zurn external bending spring.
QHPAPES is used to help ease bending of Zurn's PEX-Al-PEX
Alumicor® tubing.

Accessories

Dimensional Data: Inches and [mm] are subject to manufacturing tolerances and change without notice.

Part Number Description 'A' 'B'
QHPAPES-3 External Bending Spring 1/2" 20.63" [524.0] 1.08" [27.4]
QHPAPES-J External Bending Spring 5/8" 21.00" [533.4] 1.17" [29.7]
QHPAPES-4 External Bending Spring 3/4" 21.00" [533.4] 1.43" [36.3]
QHPAPES-5 External Bending Spring 1" 20.88" [530.4] 1.73" [43.9]

___ Q3PAPX 1/2" Alumicor® PEX-Al-PEX
___ QJPAPX 5/8" Alumicor® PEX-Al-PEX
___ Q4PAPX 3/4" Alumicor® PEX-Al-PEX
___ Q5PAPX 1" Alumicor® PEX-Al-PEX

ZURN PEX® PLUMBING AND RADIANT HEATING SYSTEMS HWY 11 EAST, COMMERCE, TX, U.S.A. 75429 PHONE: 800/872-7277 FAX: 800/209-2148 WEBSITE: www.zurn.com
IN CANADA: ZURN INDUSTRIES LIMITED 3544 NASHUA DRIVE, MISSISSAUGA, ONTARIO L4V 1L2 PHONE: 905/405-8272 FAX: 905/405-1292


