
QickZone® Modular Brass Manifold System
 with Thermometers and Automatic Air Vents

Specification Sheet
Tag ____________

Engineering Specification: QickZone® 1-1/4" diameter modu-
lar brass manifold system allows for combinations of 2 to 12
loops per manifold. System is rated at a maximum working pres-
sure of 150 PSI and a maximum working temperature of 230°F. Each
supply section shall have an integral flow meter, circuit balancing
valve, and positive shut off valve. Flow meters shall have the ability
to be adjusted from 0.5 to 2.0 GPM. Each return section shall
have mounting capabilities for either a manual stop valve or a
zone valve actuator capable of individual loop control. Supply and re-
turn sections able to connect with 3/8", 1/2", 5/8", and 3/4" PEX tub-
ing. Complete with supply sections, return sections, ball valves w/
thermometers, automatic air vents, drain valves, and mounting
brackets.

QHMKIT6 QickZone Manifold Assembly Kit Includes:
Qty. Part Number Description

1 QHMODAK Adjustment Key
1 QHLABELS Labels
2 QHMREM Return Endpiece Modules
2 QHMSEM Supply Endpiece Modules

Dimensional Data: Inches and [mm] are subject to manufacturing tolerances and change without notice.

Rev. A Date: 05/26/09 C.N. No. 120021
Dwg. No. 83592 Prod. No.

Supply/Return Modules
Qty. Part Number Description

1 QHMRCM Return Central Module
1 QHMSCM Supply Central Module

QHMAAVKIT6 QickZone Manifold
Automatic Air Vent Assembly Kit
Qty. Part Number Description

2 QHMAAVKIT6 Self-Sealing Assembly w/Air Vent and Drain
Valve (U.S. Hose Bibb)

Accessories
___ QHMMC2 3/8" PEX Manifold Connection Fitting
___ QHMMC3 1/2" PEX Manifold Connection Fitting
___ QHMMCJ 5/8" PEX Manifold Connection Fitting
___ QHMMC4 3/4" PEX Manifold Connection Fitting
___ QHMMCP Manifold Connection Cap
___ QHPAPMMC2 3/8" Alumicor® Manifold Connection Fitting
___ QHPAPMMC3 1/2" Alumicor® Manifold Connection Fitting
___ QHPAPMMCJ 5/8" Alumicor® Manifold Connection Fitting
___ QHPAPMMC4 3/4" Alumicor® Manifold Connection Fitting
___ QHMODMB Mounting Bracket (Vertical or Horizontal)
___ QHMODBR Horizontal Mounting Bracket
___ QHMODMC Manifold Collars for QHMODBR
___ QHMBMVDS 24V Zone Valve Actuator with End Switch

QHMBV6 QickZone Manifold
1-1/4” Ball Valves w/ Thermometers
Qty. Part Number Description

1 QHMBV6 1-1/4” Ball Valve with Thermometers (Pair)
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Loops Per Manifold

Part Number Description 02 03 04 05 06 07 08 09 10 11 12

QHMCM2 QickZone Manifold Supply/Return Modules 1 2 3 4 5 6 7 8 9 10

QHMKIT6 QickZone Manifold Assembly Kit Qty. (1) Needed

QHMBV6 1-1/4”Ball Valves w/ Thermometers (Pair) Qty. (1) Needed

QHMAAVKIT6 1-1/4”Automaticl Air Vent Kit Qty. (2) Needed
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