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TAG _______

______________________________________________________  SINK FAUCET
Z842J4-DM-15F

Note: All dimensions are for reference only. Do not use for pre-plumbing.

Rev.  C Date:  6/12/07 C.N. No. 106312
Dwg. No. 69859 Product No. Z842J4-DM-15F

OPTIONAL ACCESSORIES
Suffix Description

Engineering Specifications: Zurn AquaSpec® Z842J4-DM-15F
Deck mounted polished chrome-plated cast brass 8” [203mm] sink
faucet with quarter turn ceramic disc cartridges and a 9-1/2” [241mm]
tubular brass swing spout with a full flow outlet. Unit is furnished with 4”
[102mm] vandal-resistant color-coded metal wrist metal handles,
mounting hardware and 1/2” NPSM coupling nuts for standard lavatory
risers. 

__ -HCT Hot/Cold Text Indexes
__ -RC Rough Chrome Plated
__ -1F 2.2 GPM [8.3 L] Pressure Compensating Female Aerator
__ -2F 2.2 GPM [8.3 L] Vandal-Resistant Pressure Compensating Female Aerator
__ -3F 0.5 GPM [1.9 L] Vandal-Resistant Pressure Compensating Female Spray Outlet
__ -4F 2.2 GPM [8.3 L] Vandal-Resistant Pressure Compensating Female Laminar Flow
__ -7F 1.0 GPM [3.8 L] Pressure Compensating Female Spray Outlet
__ -11F Female Threaded Single Screen Outlet
__ -16F 1.0 GPM [3.8 L] Vandal-Resistant Pressure Compensating Female Spray Outlet
__ -17F 1.5 GPM [5.7 L] Vandal-Resistant Pressure Compensating  Female Aerator
__ -18F 1.5 GPM [5.7 L] Vandal-Resistant Female Pressure Compensating Laminar Flow


