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Polypropylene

Z9-FS REPLACEMENT FUSION LOCK SEAL
Engineering Specification:
ASTM-F1412
ZURN Z9-FS FUSION SEAL –
Polypropylene electrofusion seal.

Dimensions in Inches [mm]

Model No. Nom. Pipe Size

Z9-FS-112 1-1/2 [38]

Z9-FS-2 2 [51]

Z9-FS-3 3 [76]

Z9-FS-4 4 [102]

Z9-FS-6 6 [152]

Z9-MS REPLACEMENT MECHANICAL SEAL
Engineering Specification:
ASTM-F1412
ZURN Z9-MS MECHANICAL SEAL – 
LDPE mechanical joint seal.

Dimensions in Inches [mm]

Model No. Nom. Pipe Size

Z9-MS-112 1-1/2 [38]

Z9-MS-2 2 [51]

Z9-MS-3 3 [76]

Z9-MS-4 4 [102]

Z9A-S REPLACEMENT STAB•LOCK™

SEAL and RING
Engineering Specification:
ASTM-F1412
ZURN Z9A-S STAB•LOCK SEAL –
LDPE mechanical joint seal.

Dimensions in Inches [mm]

Model No. Nom. Pipe Size

Z9A-S-112 1-1/2 [38]

Z9A-S-2 2 [51]

Z9A-S-3 3 [76]

Z9A-S-4 4 [102]


