Z1400-BZ1-DP
FLOOR CLEANOUT WITH "TYPE B" COVER, DECK
PLATE AND EZ1 ${ }^{\text {TM }}$ TECHNOLOGY

Dimensional Data (inches and [ mm ]) are Subject to Manufacturing Tolerances and Change Without Notice


## ENGINEERINGSPECIFICATION:

Zurn Z1400-BZ1-DP cleanout, Dura-Coated cast iron body with gas and water tight cleanout plug, stainless steel deck plate, and top assembly. EZ1 drainage series is engineered to simplify product installation, comprised of concrete shield to provide up to 1" [25] of vertical post pour adjustment, pre-packaged shims for tilt correction, and integrated, self-contained "Type B" light duty scoriated cover with rough-in cover for protection during concrete pour. Cleanout is designed in accordance with ASME A112.36.2M.

OPTIONS (Check/specify appropriate options)

PIPESIZE (Specify size/type) OUTLET
2-3 [51-76]
2 [51]
3 [76]

NH No-Hub
NL Neo-Loc
NL Neo-Loc
'E' BODY HT. DIM.
4-3/4 [121]
5-1/4 [133]
4-3/8 [111]

## PREFIXES

ZB D.C.C.I. w/ Polished Bronze Top
ZN D.C.C.I. w/ Polished Nickel Bronze Top*
ZS D.C.C.I. w/ Polished Stainless Steel Top

SUFFIXES
\(\left.$$
\begin{array}{ll}\text {-AR } & \begin{array}{l}\text { Acid Resisting Epoxy Coated Finish } \\
- \\
-B P\end{array}
$$ <br>

Bronze Plug [Not Available for 3 [76] Neo-Loc Outlet]\end{array}\right]\)| -CC | Stainless Steel Clamp Collar |
| :--- | :--- |
| -Galvanized Cast Iron |  |

Zurn Industries, LLC | Specification Drainage Operation
1801 Pittsburgh Avenue, Erie, PA U.S.A. 16502 • Ph. 855-663-9876, Fax 814-454-7929
In Canada | Zurn Industries Limited
3544 Nashua Drive, Mississauga, Ontario L4V 1L2 • Ph. 905-405-8272, Fax 905-405-1292
www.zurn.com

Rev. B
Date: 07/30/2018
C.N. No. 140350

Prod. | Dwg. No. Z1400-BZ1-DP

