Minimum Chase Requirements
for Standard Wall Installation

Horizontal Adjustable Carriers

<table>
<thead>
<tr>
<th>Product Code</th>
<th>Description</th>
<th>Wall Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>Z1201-ND4</td>
<td>Horizontal Adjustable Carriers</td>
<td>Double in Metal Stud Wall</td>
</tr>
<tr>
<td>Z1201-N4</td>
<td>Horizontal Adjustable Carriers</td>
<td>Single in Metal Stud Wall</td>
</tr>
<tr>
<td>Z1201-ND4</td>
<td>Horizontal Adjustable Carriers</td>
<td>Double in Block Wall</td>
</tr>
<tr>
<td>Z1201-N4</td>
<td>Horizontal Adjustable Carriers</td>
<td>Single in Block Wall</td>
</tr>
</tbody>
</table>

Vertical Adjustable Carriers

<table>
<thead>
<tr>
<th>Product Code</th>
<th>Description</th>
<th>Wall Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>Z1202-ND4</td>
<td>Vertical Adjustable Carriers</td>
<td>Double in Metal Stud Wall</td>
</tr>
<tr>
<td>Z1202-N4</td>
<td>Vertical Adjustable Carriers</td>
<td>Single in Metal Stud Wall</td>
</tr>
<tr>
<td>Z1202-ND4</td>
<td>Vertical Adjustable Carriers</td>
<td>Double in Block Wall</td>
</tr>
<tr>
<td>Z1202-N4</td>
<td>Vertical Adjustable Carriers</td>
<td>Single in Block Wall</td>
</tr>
</tbody>
</table>
Minimum Chase Requirements for Standard Wall Installation

Dimensional Data (inches and [mm]) are Subject to Manufacturing Tolerances and Change Without Notice

**Horizontal Adjustable Carriers**

- Z1203-ND4 Double in Metal Stud Wall
- Z1203-N4 Single in Metal Stud Wall
- Z1203-ND4 Double in Block Wall
- Z1203-N4 Single in Block Wall

**Vertical Adjustable Carriers**

- Z1204-ND4 Double in Metal Stud Wall
- Z1204-N4 Single in Metal Stud Wall
- Z1204-ND4 Double in Block Wall
- Z1204-N4 Single in Block Wall
Minimum Chase Requirements for Standard Wall Installation

Dimensional Data (inches and [mm]) are Subject to Manufacturing Tolerances and Change Without Notice

**Horizontal Adjustable Carriers**

- **Z1203-ND4** Double in Stud Wall
- **Z1209-ND4** Double in Block Wall
- **Z1208-N4** Single in Stud Wall
- **Z1208-N4** Single in Block Wall
- **Z1203-N4** Single in Block Wall
- **Z1203-N4** Pre-Fabricated Installation
- **Z1208-N4** Pre-Fabricated Installation

**Vertical Adjustable Carriers**

- **Z1203-ND4** Double in Stud Wall
- **Z1209-ND4** Double in Block Wall
- **Z1209-N4** Single in Stud Wall
- **Z1209-N4** Single in Block Wall
- **Z1209-N4** Pre-Fabricated Installation

Zurn Industries, LLC | Specification Drainage Operation
1801 Pittsburgh Avenue, Erie, PA 16502 · Ph. 855-663-9876, Fax 814-454-7929
In Canada | Zurn Industries Limited
3544 Nashua Drive, Mississauga, Ontario L4V 1L2 · Ph. 905-405-8272, Fax 905-405-1292

www.zurn.com

Rev. H
Date: 01/20/2015
C.N. No. 132133
Prod. | Form. No. C10

Page 3 of 4
Minimum Chase Requirements for Standard Wall Installation

Dimensional Data (inches and [mm]) are Subject to Manufacturing Tolerances and Change Without Notice

**Hanger Plate Carriers**

- **Z1221** for Lavatory
- **Z1221** for Lavatory w/ Clearance for Waste Pipe
- **Z1222** for Urinal
- **Z1222** for Urinal w/ Clearance for Waste Pipe

**Arm Lavatory Carriers**

- **Z1231** Concealed Arm
- **Z1231** Concealed Arm w/ Clearance for Waste Pipe
- **Z1236** Exposed Arm
- **Z1236** Exposed Arm w/ Clearance for Waste Pipe