## APPLICATION INDEX

The Zurn Floor Drains below are recommended for the applications listed. Most Zurn Floor Drains can be readily adapted for use in finished areas by using Bronze or Nickel Bronze Grates and Strainers. (Use Prefix "ZB" or "ZN" preceding the product number in place of the usual "Z" Prefix.)

| APPLICATION | RECOMMENDED PRODUCT |
| :---: | :---: |
| Automobile Parking Area | Z533, Z534, Z535, Z536, Z537, Z541, Z543, Z662, Z761, Z784, Z792, Z793, Z794 |
| Basement and Subterranean Areas | Z560, Z566, Z568, Z730, $\mathrm{Z753}$ |
| Boiler House and Maintenance Areas | Z541-90, Z645, $\mathrm{Z761}$ |
| Clinical, Surgical, Detention Areas | Z300, Z310, Z315, Z319 |
| Entrances and Concourses | Z340, Z587, Z664, Z665, Z667, Z780, Z784, Z792, Z793, Z794 |
| Equipment Rooms, Computer Rooms, Laboratories | Z624, Z625, Z626, Z627 |
| Finished Area/Gutter | Z572, Z573, Z574, Z575, Z576, Z585 |
| Finished Interior Floor Areas Adjustable | ZN415, ZS415, ZN450, ZN453, ZN455, ZN456, ZS415, ZN529 |
| Food Preparation Areas | Z320, ZN610-SS (Also See Sani-Flor Receptors - Z1900 Series) |
| Garage, Hangar and Service Areas | Z664, Z665, Z667, Z673, Z675, Z676, Z784, Z792, Z793, Z794 |
| Volatile Liquid Interceptors | Z690, 2691 |
| Indirect Waste Area (Condensate and Drip) | Z325, Z326, Z328, Z329, Z566, Z568, Z586 |
| Industrial Areas - Vertical Adjustment | Z520, Z521, Z525, Z526, Z556 |
| Extra Heavy Duty | Z503, Z516, Z541, Z610, Z645, Z662, Z664, Z668, Z673, Z675, Z676, Z679 |
| Heavy Duty | Z504, Z505, Z508, Z509, Z511, Z512, Z513, Z517, Z520, Z521, Z526, Z532, Z539, Z541, Z543, Z545, Z548, Z575, Z609 |
| Medium Duty | Z507, Z525, Z530, Z550, Z551, Z576, Z585, Z587, Z609, Z611, Z667, Z730, Z753 |
| Traps and Backwater Valves | Z548, Z730, 7761 |
| Pit Drains | Z629 |
| Planting Area | Z348, Z349, Z350, Z352 |
| Prison Cell (Multi-Purpose) | Z355, 2356 |
| Roadways | Z610, Z668, Z673 |
| Sur-Set Drains | Z538, Z540, 7554 |
| Waste Disposal Areas | Z670 (See Sani-Flor Receptors - Z1982) |

